
Immersion probeholders 
pH / ORP / Conductivity / Dissolved Oxygen 

The simplest system for mounting in open tanks, channels… Connection PG 13,5 
and ¾” NPT for a wide range of pH/ORP electrodes with polymer or gel 
electrolyte, conductivity cells and DO electrodes 

Technical specifications 

Body material  Polypropylene (PP) 
O‐rings material  EPDM 
Length  1.000 mm / 1.500 mm / 2.000 mm  

(other on request) 
Body diameter  40 mm 
Electrode connection  VI‐88:    PG 13,5 

VI‐80:    ¾” NPT 
Max. temperature  + 100 ºC
Max. pressure  4 bar
Sealing  Total to the immersion

Main features 

 Physiologically acceptable

 Resistant to impacts

 Resistant to acids, alkalis and solvents

 Zero water absorption

 Resistant to constant heat

Application areas 
Water, waste water, aquaculture, galvanics, … 

Details: 

Top part, easy mounting 
with cable protector 

Bottom part, integrated 
cleaning accessory  



Immersion probeholders 
With autoclean system   
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Cat. nº Description 

For sensors with connection PG 13,5 (standard electrodes) 

VI‐88N  Immersion probe SONDIN PP (Polypropylene) 
0‐100ºC, length= 1 m, with cleaning system 

VI‐88‐1.5N  Immersion probe SONDIN PP (Polypropylene)  
0‐100ºC, length= 1,5 m, with cleaning system 

VI‐88‐2N  Immersion probe SONDIN PP (Polypropylene)  
0‐100ºC, length= 2 m, with cleaning system 

VI‐88‐X  Immersion probe SONDIN PP (Polypropylene)  
0‐100ºC, length= “X” m, with cleaning system 
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